Existing Structure: S.N. 014-0049 built in 1973 as F.A. 409,
Section 14-128B at Sta. 2769+75. The structure is a nine span PPC I-Beam
on open stub abufments supported on piles and solid wall hommerhead
piers supported on pilgs.

Proposed Structure Improvements for S.N. 014-0049 include:
Remove and replace existing expansion joints, plug and extend deck drains
as detailed, remove existing aluminum handrail and construct concrete

parapet retrofit, PPC I-beam repair, formed concrete repair at abutments
and piers, & secgl concrete deck.

Troffic to be maintained utilizing Stage Construction.

Existing aluminum handrail to be salvaged. (See Bridge Rail Removal Special
Provision)
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1 - General Plan & Elevation

2 - Stage Construction Details

3 - Temporary Concrete Barrier

4 - Existing Superstructure and Drain Defails

5 - Superstructure Concrete Removal at Abutment Locotions
6-7 - Superstructure Concrete Removal at Piers 3 & 6

8 - Superstructure Details

9 - Parapet Details

10 - Preformed Joint Strip Seal

11 - Abutment Concrete Repgair Details

12 - Pier Concrefe Repair Detagils
13-16 - PPC I-Beam Repoir Details

17 - Bar Splicer Details

ITEM UNIT | SUPER SUB TOTAL
Concrete Removal Cu. vd. | 8L5 815
Bridge Rail Removal Foof ure 172
Concrete Superstruciure Cu. Yd. 83 83
Filoor Drain Extension Each 66 66
Reinforcement Bars, Epoxy Codted Pound | 13820 13820
Bar Splicers Each 134 134
Relocating Name Plate Each 1 1
Preformed Joint Strip Seal Foot 160 160
«| Concrefe Sealer Sqg. vd. | 3045 3045
Cleaning Bridge Seats Sq. Fi. 512 512
Plug Existing Deck Drains Each 114 14
Polymer Modified Fortland Cement Mortar Sg. Fi. | 29.8 29.8
Structural Repair of Concrefe . -
(Depth Equal to or Less Than 5in.) |59 F1| 556 | 1365 | B2
Retrofit Concrete Parapef Foot 1106 1106

Gr 60. See Special Provisions.

* Concrete Sealer shall be applied to the surface of the deck
and the top and inside vertical faces of the parapefs.

GENERAL NOTES

Reinforcement bars shall conform to the requirements of ASTM A 706

Reinforcement bars designated (E) shall be epoxy coated.
Plan dimensions and details relative 1o existing plans are subject to nominal

The Contractor shall field verify existing dimensions and

details affecting new construction and make necessary approved adjustments prior

Such variations shall not be cause for

Contractor will be paid for the quantity actually furnished af the unit price bid

Existing reinforcement bors extending intfo the removal area shall be cleaned,

Straightened and incorporated into the new construction. Any reinforcement bars

Removal and reinstallation of the existing name plate will be necessary for
construction of the expansion joint at the East Abutment. This work and all
materials shall be included in the contract unit price for Relocating Name Plates.

The existing obutment seats ond seats af piers 3 & 6 shall be cleaned
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